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The serial number of this product can be found on its body.

You should note this serial number in the space provided below
and retain this book plus your purchase receipt as a permanent
record of your purchase to aid an identification in the event of theft
of lose,and for warranty service purposes.

MODEL NUMBER:
SERIAL NUMBER:

Please contact the local authorized dealer if you have any questions.

We are not responsible for any typographical errors that may be in this manual.
Standard accessories may change without notice, getting your understanding for
any inconveniences.

Your need
is our service purpose!
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Frequent soft handoff (namely ping-pong phenomenon)

It mainly indicates that in the mini repeater coverage area, mobile phone users have been
switched ceaselessly among two or more pilot frequencies of base station, and usually connect
into many base stations at the same time. The reason is'the mini repeater antennas are installed

improperly; Donor antenna has been installed in'the area where the coverage of base stations Thank you for choosingny reneseries CDMA/GSM/DCS/PCS/WCDMA
overlaps, and receives pilot frequency signals from many base stations. These signals have Mini Repeater.«amy 7one series Repeater can amplify the signal for mobile
similar intensity an.d.alternately reign. The signal i-ntensities of pilot frequenF:y are still similar phone. Making you keep in touch with others freely even in the place
after relayed by mini repeater, and it causes mobile phone to frequently switch among many with very weak signal.

base stations in the coverage areas, it named "Ping-Pong" Phenomena.

When the difference of signal intensity of each pilot frequency is less than 3dB, mobile phone To make you quickly be familiar with the operations of this repeater,
connects to two or more base stations at the same time, which makes system control load to we offer detailed user manual going with repeater. And you can get
excess or causes over loading. It will increase the possibility of communication cutting of and information including product presentation, using method, system
decrease the capacity of base station system. This kind of situation usually presents to mou- setting and safety notice, etc.
ntainous areas, highlands and the city zone where buildings crowd.In order to avoid the "Ping-

Pong" phenomena, mainly adopt the following measures in project: We carefully and cautiously write this user manual, and believe
a.Change the installation location of donor antenna and direct donor antennas at a base the information provided in the manual is correct and reliable.While
station until. get a stable pilot frequency with strong field intensity. there may some error or omission, we beg to be excused and

b.Change the installation position of mini repeater; do not select the spot in coverage warmly welcome correction.

boundary of a certain base station to avoid interference from the adjacent base station!
c.Select'strong directional donor antenna, such as high gain & big caliber paraboloid
antenna.

Mini Repeater with low gain
The reason why Mini repeater has low gain mainly is setting gain attenuation. To have reset

will work.

The repeater meets the uplink and downlink isolation degree index; since the link
1 isolation degree is influenced by the isolation degree of antenna feeder system
(between donor antenna and service antenna). When the isolation degree of antenna
: feeder system is smaller than the one of Mini Repeater link, it will cause mini repeater
! have self-excitation and interfere base station or even destroy the mini repeater. :
! Thatis why when installing the mini repeater, you should ensure the isolation degree :
between donor antenna and service antenna is larger than 80dB, otherwise our
company will take no responsibility on any aftereffect caused by improper installation.







